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product data CarbO C.
..
Selection & Specification Data Substrates & Surface Preparation

Generic Type Solvent Free Arcmatic Polyurethane General Surfaces must be properly cleaned. Empioy
adequate methods to remove dirtt, dust, oil and
Description Litra  high-build,  flexible,  plural-compnnant all other contaminants that conld interfere with
applied coating used as a lining for potable water adhesion of the coating.
applications and other aggressive immersion and
containment applications. Cold temperature, Steel SSPC-5P10 with a 3.5 mil {87 5 micren) surface
single-coat and extremely quick cure capabilities profile.
provide beneffts for a varety of fast-turnaround
applications. Concrete Concrete must be cured 28 days at 75°F (24°C)
and 50% refative humidity ar equivalent. Prepare
Features » Long-standing, successful track record surfaces in accordance with ASTM D4258
= Singie-coat, uttra-fast cure capabilities Surface Cleaning of Concrete and ASTM D4269
= High build and flexible for bridging normal Abrading Concrete. Attain a surface profile
shrinkage cracks in concrete resembling coarse sandpaper. Eliminate leaks
* Provides a true monalithic film on steel and and infitrations and remave standing water.
concrete substrateg Resurface  arcas  with  oxoessive  cavities
» Excellent for encapsulating rivets, bolts, rough (bugholes) or exposed aggregate using a high-
welds and edges strength, rapid-cure, zero-shrinkage resurfacing
+ Qutstanding abrasion resistance and other product. Wherever possible, fiberglass screen or
performance properiies geatextile {ahric may he embedded with coating
« Can be used with cathodic protection fo "pridge”, rather than resurface cavities,
* VOC compliant to current AIM regulations thereby eliminating resurfacing compounds.
Apply a nominal 5.0 mil {125 micron) dry film
Color Tan thickness of Palibrid 670-S before topcoating
with Polibrid 705, Concrete may be damp to the
Finish Gloss touch, however, surfaces must he free of
condensation and visible moisture, Vacuum to
Primers Steel: Self-priming dust-free condition before priming.

Cuncrete. Polibrid 670-3, ur self~priming when

concrete is clean and dry. Per{.ormanbe Data

Dry Film 25.0 mils (625 microns) for most potable water AL e 4Rt LR e ek s e e e
Thickness spplications on steel, { Test Method System ! Results p
25.0-125.0 mils (625-3125 microns} for other :’""}{'STM B e e mnnaneaes
applications on concrete and steel, depending of i Resistance Polibrid 705 252 1h. Force/neh : {
service candition and condifion of the substraie. ASTM D400 T‘aﬁ.T g 055, G817 whee! i
i Ahmgion i o705 1000 gm_laad 1000 cycles | 09207 |
Solids Content By Volume: 100% { 2ero bond and total :
i ASTMG95 | - disbondment both
. el 2 . H : | Polibrid 705
Theoretical 1604 il ft (39,8 m™/ at 25 microns) + o Gathodic 4 apetional measured at 50
Coverage Rate  Aliow for loss in mixing and application ;  Disbondmen mm-fadlgﬂé guefrfnf MAat |
s ied: 0.0 ibs/gal (0 o/l | ASTMDS95 i 4,500 psi minimum
voC values As suppi gal (0 ot i Compressive | Polibrid 705 Full recovery when load is *
- . ; Strength ‘
Approvals Drinking water componerts classified by J ‘eng .
Underwiters Laboratories Inc.™ in accordance t ASTMDS22 | Palibrid 705 al
with standard ANSH/NSF 61-1996-7PS9. : Flexibility 65 mils Method B V" Cylindrical 09307
Elongation i thickness b
Meets ANSI/AVWWA C240-02 Pipe Inside/Outsid : ; idandrel Sond :
eets - e Inside/Outside. T ASTMI nch- i
P ; ASTM D2794 i 1 ¢l 705 160 inch-pounds direct 03264
77777 mpact : and ravarsa _
Limitations = Neot  recommended for  exposure  to i ASTMD412 ! i
concentrated acids, aromatic hydrocarbons, | Tensiie Strength Poliprid 705 2,878 psi -
ketones or chlorinated sclvents i Etangation i e ;
« Due to its aromatic compasition, Polibrid 705 ‘C\?Tt“" E’Z“g jotlond 705 0.08 gm./100sq.in /24hrs
will tend to yeliow or darken in exterior UV : Tr:nz:m:;g; 7580 :\:l: 0.016gm./100sq.in/24 hrs
exposure. o Tast raports and Additional data avalable jpon writlen request.
» Chalks rapidly in sunlight, * independent Lab Tests
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Polibrid ® 705

Application Equipment Application Conditions

Spray The following spray cquipment has been found ’-GondltlonlMatenal(Surfacc
Applicaticen suitable for application of this product. : ) i B0"90°F | ADS-140°F 40°-120°F .
{General) \ rrrrr _Ophmu_m i @7y \ @-50°C,) &a9C) 0-95% |
. 80°F | 40°F | 25°F :
Plural GRACO® Hydra-Cat 45:1 fluid-to-air ratio, King air Minirum @70y { @) (4°C) 0% :
Component motor with triplex bottam on a 2A:18, fixed-volume SD“F RS 140“F g i
Airless Spray ratio. Standard equipment typically includes heated Maximum | 3200 i S0°C (49°C 95%
hoses, drum healers, suciion feed from S0 gallon L Bre) 1 ) ) :

Industry standards are for substrate temperatures to be 5°F (3°C) above the
dew point. Caution: This product is meisture sensitive in the liquid stage
and until fuily cured. Protect from high humidity, dew and direct moisture
contact until fully cured. Application and/or curing in humidites above
maximum, or exposure to moisture from rain or dew may result in a loss of
gloss and/or microbubbling of the product.

steel drums (leed pumps not required n most
races),  racirculation eyastem. automatic high-
pressure shut-off system  Other set-ups may be
required and many options are available. Applicator

training is required and spray eguipment must be
approved by Polibrid Technical Servige.

Touch-Up Brush apply material from Polibrid 705 Repair Kit. Curing Schedule

For use en small areas only. Contact your Carboline

representative for additional infermation. ™ Suriase 1 i e
r— Py . ‘ Temp. & Dry to Receive Maximum i Cure For
MIX|ng & Thlnnlng 50% | Light Traffic Recoat Time | Immersion !
Relative l Service
Mixing Power mix Resin (Parl A) with an air-driven agitater | |... Humidity
fer 30 minutes just prior to use, Catalyst (Part B) R \ . i
requires no mixing before using unless tinted. T2°F (22°C) 2 Hours & Hours 2 Hours

Ratio 2:1 Ratio (A to B) These times are based on recommended dry filrm thicknesses.

if aximuni recoat time is exceeded, the surface must be abraded by

Thinming Not recommended. Use of thinners other than those edes fa
swaeep hiasting prior to the application of additional coats,

supplied by Carbaline may adversely affect product
performance and void product warranty, whether
expressed or implied.

*2 Hours applies to potable water. For other liquids consuft with the
Carboline Technical Service Department.

Pot Life 5-8 Minutes at 72°F (22°C) .
Do net apply material that has exceeded its pot life, , Handhng & Stora 1
Ehipping Weight 180 Gallan Kit 758 Gallan Kit
Cleanup & Safety _ {Appreximate) 1350 Ibs. (162 kg) 700 [bs. (318 kg)
Cleanup Use #2 Thinner or MEK. In case of spillage, absarb 3 Quart Kit
and dispose of in accordance with local applicable 11 Ibs. (5 kg)
ragulations. .
Flash Point Part A: 500°F (260°C)
Safety Read and follow all caution statements on this (Setaflash) PartB:  230°F (110°C)

product data sheet and on the MSDS for this
predust. Tmploy normal  workmanlike  safety Starage Conditions 40 -110°F (4-43°C)

pracautions. Hypersensiiive persons should wear 0-100% Relative Humidity

protective clothing, gloves and use protective cream Store indoors and keep Dry. Do neot place
on face, hands and alt exposed areas. drums directly on concrete or earth. Store
on top of wood slats or paliets, Blanket all
partial drums with DItTogen gas 1o prevent
moisture contamination, Avoid freezing. Do
not open until ready to use. Rotate Resin
(Part A) drums reguiarly if stored for the

Ventilation When used as a tank fining or in enclosed areas,
thorough air circulation must be used during and
after appfication until the coating is cured. The
ventilation system should be capable of preventing

the solvent vapor concentration from reaching the leng term.

lewer expiesion limit for the sclvents used. User

should test and monitor exposure levels to insure all Shelf Lite Part A; Min. 24 months at 75°F (24°C)

personnel are below guidelines. If not sure or if not Part B: Min. 8 months at 75°F (24°C)

able to monitor levels, use MSHEA/NICSH approved

supplied atr respirator, *Shelf Life: (actual stated shelf fife) when kept at
recommended storage conditions and in original

Caution This product contains flammabie solvents. Keep unopened containers.

away from sparks and open flames. All electrical
aquipment and installations should be made and
grounded in accordance with the National Electric
Code, In areas where explosion hazards exist,
workmen should be required to use non-ferrous
lools and wear conductive and non-sparking shoes Distributed by:

SOMAY PRODUCTS, INC.

4301 N.W. 35th Avenue

J:'L”_al/ Miami, FL 33142-4382
Tel.: {(305) 833-6333
SINCE 1826 Fax: (305) 638-5524
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